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Abstract

Smulation has become the dominant technique for
evaluating the performance of many products before real
hardware is produced. In computer networks, this is
particularly true, and can avoid expensive hardware and
software development. Using simulation it is possible to
explore different protocols and design options, under
different loads, long before the desgn is frozen.
However, such simulations can be time consuming,
especially if a large number of scenarios are to be
considered. In this paper, we show how it is possible to
perform distributed execution of a network simulation
written for the OpNet package. Thisis performed using a
distributed computing tool called Clustor. Very high
efficiency has been experienced on a variety of
workstation clusters. A case study is presented in which a
real network protocol is evaluated using OpNet and
Clustor.

Keywords: Computer Network Smulation, Parallel
Discrete Event Simulation, Clusters.

1 Introduction

Today's network products are becoming increasingly
complex. The wide variety of networking protocols and
tranamisgons methods, means that a single product may
have to support many different protocols concurrently.
Importantly, as new protocols are developed for different
trangmisdon mediums, it is important to smulate the
behavior of these dgorithms before they are implemented
in red products. Simulation has emerged in this areaas
an extremely important technique for bath verifying the
corredness of a protocol, but also for studying how it
behaves under different operational parameters, such as
network delays and user demand.

Simulation can be expensive. In order to model a given
red world scenario accurately, the smulation must be
performed with sufficient detail to capture red hardware
behaviour and user demand. Thisis usually achieved by a
discrete event amulation at alow level, and it may take a
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long time to gain a redistic summary across different
scenarios, particularly if monte-calo methods are
employed to study stochastic behaviour.

There have been many attempts to accderate discrete
event dmulation by parale processng. Becuse the
basic processis squentia, there has only been limited
successin accderating the exeadtion of a single scenario.
However, when multiple independent scenarios are
simulated, it is possble to execute them concurrently —
this is regarded as an “embarrassngy pardld”
application. In spite of this, there has not been wide
acceptance of pardld and dstributed platforms for
simulation systems. This is most likely because the st
of adding and maintaining the paral el code in the already
large smulation system is too high for the epeded
returns.

In this paper we describe a way of achieving the benefits
of pardld computing for evaluating independent
scenarios, without any modification to the underlying
simulation engine. We make use of the Clustor [12]
package, which can exeaute aprogram multiple times on
many platforms, changing parameter vaues between
exeadtions. Because Clustor is generic, it can actudly be
applied to awide range of applications, thus reducing the
cost of paralld computing infrastructure for any one
applications.

The paper contains a @se study in which a new network
protocol is considered, and the results of both the
simulations, and the parallel computation efficiency, are
presented.

2 Parametric Modelling on Clusters of
PCs using Clustor

2.1 Affordable Supercomputing

Traditionally, supercomputers have been built with high
performance processors, which use techniques to exeaute
as many computations concurrently as possble. These
machines have enployed a number of arithmetic units,
and sufficient hardware to allow them to be fed with data
and instructions at their peak rate. Supercomputers built
as pardl e processors have also contained spedal shared



memory or message passng hardware as an integral part
of the machine design — this gedal hardware, in
combination with the high speel processors has meant
that they have been expensve. However, the rapid
change in the price performance characteristics of PCs
and high spead networking hardware has made it posshle
to asemble a super-computing patform from large
clusters of PCs. A number of projeds around the world
have been investigating this approach [3] [8][11], in
which PCs are simply racked together and a high speed
switch, such asa Myirinet [23][14] is provided for inter-
processor communication. In this paper we explore one
paticular application of machine dusters, namely
“parametric modelling”.

2.2  Parametric Modelling on PC Clusters

Parametric modelling involves running the same
application many times, varying ane of more parameters
each time the code is exeauted. Beause this type of
application is highly parald, it is possble to run more
than one apy of the wmde at the same time usng a
machine duster. However, managing an experiment of
many thousands of runs can be time @nsuming and error
prone. Figure 1 shows a sample machine nfiguration
for a machine cluster. The processors are mnfigured
without display monitors, and each one @ntains a
reasonable anount of local disk. A “roa” machine is
responsible for controlling the duster, and may contain
the user file system. We do not asaume that the duster
processors share a file system, athough this is not
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Figure 1 — Cluster configuration

Performing a @mputational experiment involves 5
distinct phases:

Experiment pre-processng
Exeaution pre-processng
Exeaution

Exeaution post-processing
Experiment post-processng

g

Phases 1 and 5 are performed once per experiment. In
these, data is set up for the experiment and results are
processd. In phase 5 it is often necessary to run data
interpretation or visuali sation software. Phases 2, 3 and 4

are run for each distinct parameter set. Phase 2 prepares
data for a particular exeaution, and phase 4 reduces the
data from an individua exeadtion. Phase 3 actuadly
exeautes the program given a set of parameter values.
During phases 2 and 4 files may be moved between the
roat machine and the duster processes — unlike general
pardlel computing this is the only communicaion that
occurs between tasks.

Because of the repetitive nature of these mmputations, it
is desrable that they are performed automatically.
Nimrod [7][4][6][5] and Clustor [12] are general purpose
tods which automate this process Thus, it is posshble to
run thousands of jobs per experiment without
consideration of the underlying computational resources,
and without concern for management of the data.

2.3 Active Tools Clustor

Clustor is a tod which manages the exeaution of
parametric sudies across distributed computers. It takes
responsibility for the overall management of an
experiment, aswell asthelow level isaues of distributing
files to remote systems, performing the remote
computation and gathering the results. Clustor is a
commercial version of the research system Nimrod, and
has been applied to a number of case studies.

Clustor supports the five phases of an experiment
discussd in the previous dion. A user develops a short
“plan” file which describes the parameters, their default
values, and the mmmands necessary for performing the
work. The system then uses this information to trangport
the necessary files and schedule the work on the first
available machine.

When the user invokes Clustor on a workstation, the
machine beames known as the “roat” machine because
it controls the experiment. When the dispatcher exeautes
code on remote platforms, each of these is known as a
computationa “node’. Thus, as shown in Figure 2, a
given experiment can be cmnducted with one roat and
multiple nodes, each of a different architedure if
required.

Node

Node
¢ Node

Figure 2 — Clustor Configuration



A plan file is composed o two main sedions, the
parameter sedion and the tasks sdion. Figure 3 shows a
sample plan used for some of the simulation work
discussd in this paper. The eperiment consists of 4
parameters, “grpval”, “conval”, “seedval” and “mittfval”.
“grpval” and “mttfval” are sdleded from alist of posshle
legal values. “conval” is taken from a range of values,
varying from 0.5 to 1.0. “seadval” is a random integer
between O and 10,000 — in this case ech exeaution
receves a different sead value. Clustor generates one job
for each unique combination of the parameter values, by
taking the cross product of al values. In the plan in
Figure 3, up to 162 jobs would be generated.

In this example there ae two tasks — “main” and
“roatfinish”. The “main” task is exeauted for each set of
parameters. It runs an OpNet smulation on a node,
passng the parameter values to the program through the
command line. It then copies a number of result files
back to the roat machine, appending each name with a
unique identifier. This task corresponds to the 3" phase
discus=d in the previous sdion. The “roatfinish” task
exeautes once per experiment, and corresponds to the 5™
phase described in the previous sction. It catenates al of
the output fil es together to producea single list of results
for each observed variable.

paranmeter grpval |abel "G oup Value" float select
anyof 0.7 0.5 0.2;
paraneter conval |abel "Connectivity" float range
from0.5 to 1.0 step .1;
paranmeter seedval |abel "Seed Val ue" integer random
fromO to 10000;
parameter nttfval |abel "MITF" integer select
anyof 200 500 800 1100 1400 1700 2000 2300 2600 2900;
task main
node: execut e op_runsim -net_nane adhoc -duration 30000 \
-seed $seedval -ef attrs_1 optim ze_sinulation \
-nttf $nttfval -connectivity $conval -grp_size $grpval \
-join_rate 0.1111 -core_node 5-static/dynamc static
copy node: aver age_del ay average_del ay. $j obnane
copy node: hop_count hop_count . $j obnanme
copy node: over head_result overhead_result.$j obname
copy node: t hroughput _resul t throughput_result. $j obname
endt ask
task rootfinish
execute cat average_del ay.* > average_del ay
execute cat hop_count.* > hop_count
execute cat overhead_result.* > overhead_result
execute cat throughput_result.* > throughput_result

endt ask
Figure 3— Sample Plan file

The plan file is processed by a tod caled the
“generator”. The generator takes the parameter values,
and gves the user the choice of actual values. It then
builds a “run” file, which contains a description for each
job. The “run” fileis processed by another tod called the
“dispatcher”, which is responsible for managing the
computation acrossthe nodes. The dispatcher implements
the file transfer commands, as well as the exeaution of
the modd on the remote node.

3 Simulation of Network Protocols
using OpNet

The OpNet [13] smulation package alows rapid
modedling o complex communicdion systems by
providing features such as. a graphical user interface
(GUI), a comprehensve library of contemporary
protocols (e.g., TCP/IP, ATM, and Ethernet) and an
objed oriented devel opment environment.

The process of moddling a aommunicaion system is
distributed over athreelevel hierarchy. The lowest level
is referred to as the process modd and is the point at
which a protocol’ s finite state machine (FSM) is defined.
The middle level is cdled the node model and contains
one or more process models. When multiple process
models are present they are usudly configured to
represent a layered protocol stack. Finaly, the network
model is the highest level and contains the individual
dements that make up a red network (eg., routers,
clientsand servers). Each of these dements is asociated
with a single node model that determines its behavior in
the network.

Currently OpNet provides two methods for exeauting
smulation runs: firstly, from within the OpNet
environment and secondly, as an independent exeautable.
The GUI of the OpNet environment provides a
convenient method for subjeding a simulation modd to a
range of input parameter values. The downside associated
with the OpNet environment is that simulations can only
be exeauted sequentially on a single machine. When the
range of input parameter valuesis snall the time required
to complete all simulations maybe acceptable, however
for a large range of input parameter values the time
required to complete dl simulations may become
prohibitively long.

By using the independent exeaution technique, a
reduction in smulation time can be obtained. To creae
an independent exeautable, OpNet compiles the
simulation model into an exeautable program that is run
like any other program on a wmputer. By running the
program on different computers (using wique input
parameter values) concurrent exeaution of the simulation
can be arried out. Obvioudly, the more omputers that
are used the greater the reduction in simulation time.
Unfortunately, using independent execautions does have
some drawbacks, probably the most sgnificant of which
isthat it makes inefficient use of computer resources.



Typically, a number of simulation runs are distributed
equally acrossavailable cmputers. However, asis often
the @se with computers, their performance ca vary
considerably due to differences in hardware (e.g., CPU
and memory) or, in the case of shared systems, resource
usage. This means that some cmputers will complete
their quota of the simulations prior to ahers and will
remain idle even though the slower computers may have
numerous smulation runs pending. Clustor distributes
the load across the machines using a FIFO scheduling
algorithm, which acoounts for the varying run times by
using the next available processor when a new task is
exealted.

Another shortcoming assciated with  independent
exeadtionsisthat each smulation on a different computer
normally needs to be managed manually. This requires a
user to log into each of the amputers being used to run
simulations and provide it with a copy of the smulation
exeautable, then initiate the simulation run. In a situation
where only a few computers are being used this process
may be manageable, but if many computers are being
used the process of manually logging into each of the
computers may become tedious. Clustor avoids these
problems by automating the processcompl etely.

4 Simulating the ‘Ad hoc Multicast
Network Protocol’: A Case Study

4.1 Prior Work

With the demand for multiparty services such as
audio/video conferencing and replicaed databases, it is
imperative that today’s computer networks support
multicast routing. Multicast routing provides an efficient
technique for the dissmination of a single packet to
multiple destinations. The past decade has e an
enormous amount of research into multicast routing,
culminating in the development of numerous protocals:
DVMRP [9], MOSPF[16], CBT [1], PIM [25] and MIP
[21]. These protocols have successfully been deployed in
the Internet and currently form the basis of the MBONE

2.

Unfortunately, the majority of today's multicast routing
protocols have been designed to gperate in networks sich
as the Internet where nodes (routers) are interconneded
via reatively high bandwidth hardwired links (e.g.,
coaxial and fiber optical cable) and changes in the
network topology occur infrequently. In contrast, an ad
hoc network contains no fixed infrastructure and nodes
are interconneded via relaively low bandwidth wireless
links. In addition, nodes are free to roam in a random

fashion resulting in a network topology that changes in a
rapid and unpredictable manner.

In an ad hoc network, the time and communication
complexity associated with protocols developed for the
Internet may lead to the generation of excessve control
overhead and/or the inability to quickly re-establish
routes. These problems have prompted the recent
development of two multi cast routing protocols [24][22]
spedfically for use in an ad hoc network. However, these
two proposals lack several desirable properties and in
certain situations may not perform particularly well .

The AMP protocol has been developed to address
shortcomings associated with current ad hoc multi cast
routing protocols. Its operation is distributed, provides
both source and recever initiated tree onstruction,
adlows dynamic group membership and is loop and
deadlock free

4.2 The AMP Protocol

While a omplete description of AMP is beyond the
scope of this paper, the following provides an overview
of AMP's operation. The interested reader can consult
[17][18] for further detail s.

To provide an efficient multicast routing service AMP
uses diffusing computations [10] to structure the
underlying network as a direded acyclic graph (DAG)
[20], upon which a multicast didribution tree is
constructed. Additionally, protocol state maintenance is
performed wsing a hard-state mechanism. The main
benefits to be gained from these tedniques is that
topology update packets are only exchanged when
required (as opposed to periodically), and in the event
that topology update packets are exchanged, they are
generally confined to a small region and neal not be
forwarded throughout the entire network.

Nodes running AMP maintain several parameters. height,
DAG link array, multicast link array and a list of
multicast groups active on the underlying DAG. Each of
the links interconneding a node with its neighbouring
nodes are assgned a diredion of ether ‘upstream’ or
‘downstrean’.

The diredion assgned to a link forming the DAG is
obtained by comparing anode's height to the height of its
neighbours. If a node's height is greater than its
neighbour’s then a link is assgned a diredion of
downstream. On the other hand, if the node's height is
lower than its neighbour’s then a link is assgned a
diredion of upstrean. Once alink forming the DAG has



been asdgned a diredion it is then stored in the DAG
link array. The diredion of a multicast link is Smply
determined by the exchange of multicast control packets.
When a node sends the appropriate multicast control
packet to a neighbour, the @rresponding multicast link is
assgned a diredion of downstream. The redpient of the
multicast control message asdgns the diredion of
upstream to the multicast link. The diredion of a link
forming part of the multicast tree is stored in the
multicast link array.

To commence amulticast sesson a node first sets its
height to 0 and then forwards a join request packet to
each of its neighbaours; the join request contains several
parameters among which is the height of the node
sending it. On recaving a join request, a node first
determines if the packet has previoudy been receved, if
so the packet is smply discarded. If not the node updates
its height to that contained in the join request packet
plus one (height + 1). The diredion of each of the DAG
linksisthen updated as discussed previoudy.

Once anode hasreceved a join request packet it is free
tojoin the multicast sesson. To do so, anode first seleds
a downstream link from the DAG link array and then
proceals to forward over it ajoin response packet. The
node sending the join response assgns a multicast
diredion of upstrean to the link over which the join
response was snt. On receaving a join response
packet a node first asdgns a multicas diredion of
downstream to the link over which the join response
was receved. The node then determines whether it is
dready a member of the group spedfied in the join
response packet. If so, the packet is discarded. If nat,
the node smply joins the multicast sesson as previoudy
discus=d.

On recaving multicad data a node determines the
diredion of the multicast link over which the data was
receved. If the diredion is downstream then the data is
discarded, however if the diredion is upstream then the
data is forwarded to the appli cation and/or interested end
systems (hosts). In addition, if the node @ntains
downstream multicast links the data is forwarded onto its
neighbours.

When a change in the network topology occurs, more
spedfically when a link fails, a node reacts in several
ways. If the failed link does not result in ether: a node
loosing its last downstream DAG link or loss of an
upstream multicast link, then the node takes no action.
However, if the failed link results in a node locsing its
last downstream DAG link then the node sets its height to

alevd that is higher than the neighbour with the highest
height (this technique is referred to as link reversal). The
node then assgns the diredion of downstream to dl
DAG links and informs its neighbours of its new height
by forwarding an update packet. On receving an
update packet a hode updates the DAG diredion of the
link over which the update packet was recaved. On
receving an update it is posgble that a node will aso
locse its last downstrean DAG link. When this does
occur, a similar procedure to the link reversal is
employed, however the DAG diredion of the link over
which the update wasreceved isnot atered.

When thelink reversal processis caried aut it is posshle
that a link will have a DAG diredion and multicast
diredion that are the same. To ensure the multicast tree
remains corred (loop fred a link's DAG and multicast
diredion must be opposite. During the link reversal
process a node removes any entries from the multicast
link array. On receving the update packet a node
follows a similar procedure and removes any multicast
link entries that have ax equivaent DAG diredion. In
doing thisit is more than likely that a node will no longer
remain part of the multicas group. To redify this
situation anode simply rejoins the multicast sesson.

4.3 A Simulation model of AMP

Using the OpNet smulation package, a mparative
simulation study of AMP and RBM was conducted. The
smulated network consists of 48 nodes (routers)
interconneded via point-to-point links with a bandwidth
of 1024 bits/seq resulting in a mesh topology as siown
in Figure 4. The size of packets exchanged between
nodes is 1024 bits for data while ntrol packets vary
between 10 and &) hts depending an the type of contral
packet. Data packets are generated at a constant bit rate,
the value of which isasimulation input parameter.
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Figure 4 — Example Network.
To smulate the dynamic nature of an ad hoc network
each point-to-point link alternates between two states




(active and inactive) according to a two-state Markov
process. In the active state packets are transferred in
order and eror free. Any packets in the process of being
delivered when an active link becomes inactive are
destroyed. In the inactive state al packets are destroyed.

The duration a link spends in the active date is
exponentially distributed with the mean being a
simulation input parameter. A high mean value
corresponds to a relatively static topology while a low
mean corresponds to a highly dynamic topology. The
time a link spends in the inactive state is determined
using the following equation:

VA=(Q-a)/a)* Uu
where 1/ is the average duration a link remains in the
active state and a (a smulation inpu parameter) is the
average fraction of total time alink remainsin the active
state. A high a corresponds to a densely conneded
network, while a low a corresponds to a sparsely
conneded network.

At the being o a simulation run bath the core node and
multicast group members are randomly sdeded. To
observe the scaling properties of bath protocols the
number of group membersis varied, the value of which is
a simulation inpu parameter. Each amulation is run for
a duration of 30000 seconds. Table 1 summarizes the
simulation input parameters.

Metric Description

Throughput (Bits/Sec) Average number of data bits
received by multicast group

members per second.

Overhea (Bity/Sec) Average number of control bits
generated by al network nodes

per second.

Hop Count Average number of hops required
to distribute data packets to

multicast destinations.

Packet Delay (Sec) Average time required to deliver
data packets to multicast

destinations.

Input Parameter Description Value
Link Active Time | Representsthe averagetime | 200to 4200
(Sec) alink remains active. in steps of
500
Connectivity The average fraction of 0.3,05,0.7
linkswhich are active & and Q9
any given instant intime.
Group Size The fraction of nodeswhich | 0.1, 0.4 and
are members of the 0.7
multicast group.
Data Rate Therate & which data 6,3,15
(Pkts/Min) packets are generated. and 1

Table 1 — Smulation Input Parameters.

5 AMP Simulation Results

The simulation model described in the previous dion
(4.3.A) was used to colled data in relation to the
performancemetrics simmarized in Table 2.

The foll owing results show the performance of AMP and
RBM for a mnnedivity of 0.9 and a data rate of 6
Pkts/Min.

Table 2 — Performance Metrics.

5.1 Throughput

By examining Figures 5 and 6 it cen be seen that for a
small group size (0.1) there is little difference between
the throughput of AMP and RBM. However, for larger
group szes (04 and 07) AMPs throughput is
significantly higher than that of RBM. More importantly,
AMP's throughput remains relatively constant with
resped to the rate of topological change (link active
time). In contrast, RBM’s throughput drops sgnificantly
as the rate of topological change increases (link active
time < 1500).

5.2 Overhead

Figures 7 and 8 show that the overhead generated by
AMP is considerably less than that generated by RBM.
Interestingly, the overheal generated by AMP is largely
independent of the group size whereas the overhead
generated by RBM is closdy related to the group sze.
This characterigic has important implications in
determining the protocol’ s ahility to scale.

5.3 Hop Count

As down in Figures 9 and 10, AMP requires less
network resources than that of RBM. For a large group
size (0.7) the number of links forming a multicast tree
constructed by AMP is rougHy equal to the number of
links used by RBM in a small group (0.1). As the group
Size increases, RBM uses sgnificantly more links than
AMP.

5.4 Packet Delay

The average delay encountered in delivering data packets
to multicast destinations is shown in Figures 11 and 12
In areatively static network (link active time > 2000
with a small group (0.1) AMP and RBM have similar
delays. However, as the rate of topological change
increases (link active time <2000 AMP s delay becomes
less than RBM’s. For larger group sizes (0.4 and 0.7)




AMP's ddlay is sgnificantly less than RBM’s over the
entirerange of link active times.

6 Clustor Performance

We have experimented with two different configurations
in the gplication of Clustor to the AMP smulation
reported in the last sedion. Initialy, the work was
performed on a smal number of SUN Ultra Sparc
workstations, conneded by 10 Mhbit ethernet and a NFS
mounted file system. The results presented in this paper
were produced uwsing this environment. We also
experimented with running the simulations on a 20
processor Windows NT cluster consiting of 10 dual
processor, 350 MHz, Pentium Ils. Unfortunately, at the
time the paper was written the OpNet binaries were not
running corredly on Windows NT, and so it was not
possble to perform the same smulation runs. To gauge
the dfectivenessof the platform, however, we performed
the same eperiment without the actual network
simulation code. All of the input files were wpied to a
node, and the output results were wpied back to the roat.
However, instead o the OpNet simulation another null
processwas executed lasting 25 minutes — well short of
the 8 hours for the full simulation on the Sparc Stations.
This scheme simulates the dfed of running the actual
experiment, shows the dfed of the file wpying on the
performance and gives aworst case performance Table 3
shows the performance of the resulting simulations. In
both cases the dficiency is very high, mainly because the
simulation time far excealed the setup and management
times.

System Time on 1| Time on N | Speaup/
processor processors | Efficiency

SUN Ultra | 480mins 3 procs 3/

Sparc 160mins 100%

Pentium 1l | 1750mins | 20 procs 175

Cluster 100mins 87.5%

Table 3— Spealup wsing Clustor

7 Conclusions

This paper has described how it is possble to accderate
the parametric smulation of computer networks using a
sequential commercial-off-the-shelf simulation package,
OpNet, and a duster of inexpensive PCs. The key is to
use a software tod, called Cl ust or, for distributing the
individual runs for each parameter combination
concurrently to as many machines as posshle. Clustor
adminigters the generation of individua jobs and their
distribution in a seamlessway, so the user is unaware that
the jobs are not running on the one machine. Using this
technique it is posshle to reduce the exeaution time
dramatically.

The paper also presented some simulation results for a
partticular network protocol, AMP, which has been
designed to support mohile communication multicast
operations. The paper shows Sme results of the
smulations that have been performed, and shows how
the protocol performs as key parameters, such as rate of
topological change, traffic load, connedivity and group
Size aealtered.

A new research version of Clustor, called Nimrod/G is
currently being prepared [5]. Nimrod/G addresses issues
of how to access wide area resources using a meta-
computing todkit, called Globus [15]. Nimrod/G also
presents an interface which all ows the user to spedfy soft
red time deadlines for the experiment. In this way the
user can request that a given experiment will be
completed by a particular time. The system then searches
for sufficient resources to perform the work, and
schedules the exeaution on the machines. This type of
tod will make it possble for users to perform very large
parametric  modelling experiments usng widely
distributed computers. Experiences with such a tod will
be reported at alater date.
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